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INTELLECTUAL PROPERTY RIGHTS AND DISCLAIMER

No part of this manual may be translated into any other languages and/or adapted and/or reproduced in any form, or by any means, electronic 
or mechanical, including but not limited to photocopying and recording, without prior written permission of COROB S.p.A.

COROB is a registered trademark and/or commercial trademark used on an exclusive basis by COROB S.p.A. and its affiliated companies 
(hereinafter “COROB”). 

A failure of a trademark to appear hereunder does not mean that COROB does not use the trademark in question nor does it constitute a waiver 
by COROB of any related intellectual property rights.

Valuable proprietary technical information contained in the present manual are referring to proprietary know-how, designs, drawings and/or 
applications used on an exclusive basis by COROB frequently covered by Patents and/or Patent Applications and thus protected by International 
and National Intellectual Property Laws.

Unless otherwise indicated, all references to the names, data and addresses of companies other than COROB and its affiliated companies are 
purely examples and serve to clarify the use of the COROB products.

COROB has carefully reviewed the wording and imagines contained in the present manual, nevertheless COROB reserves the right to modify and/
or update the information herein to correct editorial errors and/or inaccuracy of the information herein without notice or commitment on its part.

This manual contains all information necessary for the foreseeable and normal use of the COROB products by the final user.

The manual does not contain guidelines and/or information for product repair. For safety reasons, only trained and authorised technical personnel 
should perform such interventions. Failure to do so may result in personal injury or damage to the product. 

For the purpose mentioned above, COROB has appointed authorised technical personnel.

Authorized technical personnel shall mean technicians who have attended a technical training course held by COROB and/or its affiliated 
companies.

Unauthorised interventions could void the warranty coverage of your COROB product pursuant to the sales contract or to the General Sales 
Conditions of COROB. COROB can be held responsible only within the limits of the warranty coverage provided by the General Sales Conditions. 

COROB does not intend to limit or exclude its liability against any statutory provisions under any applicable law. Therefore the reference to above 
warranty limitations or exclusions may not apply.

The final user can ask COROB or visit the web site www.corob.com for contact details about the nearest authorized technical service.
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1	 GENERAL INFORMATION

1.1	 Purpose and use of the manual
Read this manual carefully before using the machine. 

This manual, inserted in the product packaging, contains instructions on the use and routine maintenance needed to uphold 
the machine’s performance over time. The manual contains all information needed to correctly use the machine and avoid any 
accident.

The manual is to be considered an integral part of the machine, and must be stored until it is fully dismantled.

The manual contains all information available at the time of preparation regarding the machine and any accessories; for 
accessories, the manual includes any variations or changes that involve different operating procedures.

Should it be lost or partially ruined, so that its contents can no longer be read in full, you must request a new manual from the 
manufacturer.

If the images contained in this manual show the machine without the guards and/or employees without personal 
protective equipment, it is only for the purpose to make clearer the discussion of the issues.

Some of the illustrations in this manual were taken from prototypes; some details may differ on machines in standard 
production.

1.1.1	 Conventionally used graphics
Boldface type is used to highlight notes or information of particular importance to a topic.

  HAZARD
Indicates a risk of personal injury.

   WARNING
Indicates a risk of damage to the machine that could interfere with its operation.

   ATTENTION
Indicates important instructions referring to precautionary rules and/or measures to adopt.

   NOTE
Indicates situations and/or operations that involve the management software installed on the computer.

SAFETY INSTRUCTIONS
Indicates that to carry out the intervention described, the use of the specified tools is required.

1.2	 Definitions
OPERATOR
A person familiar with the methods to produce paints or similar products, trained and authorized to operate and use the 
machine by its controls and to load and unload production materials with all safety devices installed and enabled. He or she 
must work only in safety conditions and is allowed to carry out routine maintenance operations.

 

MAINTENANCE TECHNICIAN/INSTALLATION TECHNICIAN
Specialist prepared and trained in a technical field (mechanical and electrical) and assigned by the manufacturer to work on 
the machine to perform machine installation, adjustments, repair breakdowns or carry out maintenance.
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2	 PROPERTIES

2.1	 Description of the machine
The gyroscopic mixer COROB FIRSTmix 20 with manual clamping system allows mixing of non-explosive paints contained into 
metal or plastic containers.

It is suitable to handle cans of different size. The machine is also capable to mix more than one can simultaneously.

Positioning and clamping of the can must be performed manually by the operator.

The machine is equipped with a sliding door.

2.2	 Performance and features
Mixing speed 110 to 120 RPM

Mixing time Manually set:

0 to 6 min

Clamping Manual

Working cycle Automatic

Direction of rotation of the 
mixing mechanics

One directional

Type of can Round 

Maximum can weight 35 kg / 77 lb

Minimum can height 80 mm [3.14”] (with adapter)

Maximum can height 390 mm [15.4”]

Maximum can diameter Upper diameter: 300 mm [11.8”]

Lower diameter: 280 mm [11”]
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2.3	 Intended use and misuse
Intended use and reasonably foreseeable misuse

The machine is intended for professional use to mix non-explosive paints contained into metal or plastic containers.

To shake paints or tinting products that contain flammable solvents it is mandatory that these are packaged in UN approved 
containers.

The use of flammable paints or tinting products that can emit potentially explosive vapors can lead to explosion or fire risks.

To find out how to avoid the risk of generating dangerous situations for the operator or the risk of explosion or fire, consult the 
manufacturer of the products to be mixed (base, colorants).

Scrupulously follow the instructions for use given on the colorant package and carefully read the MATERIAL SAFETY DATA 
SHEETS (MSDS) that the dealer or manufacturer of the product is required to provide.

The machine must be used in small, medium and large point of sales or professional paint stores.

The machine must be used only within the limitations set forth by the technical specifications and according to the procedures 
described in this manual. 

Any use of the machine other than that stated, which cannot be implied or deduced from this manual, is to be considered 
improper and unintended therefore it voids any manufacturer’s liability arising from non-compliance with these requirements.

2.4	 Identifying information
The machine has an identification plate (chapter Intended use and misuse) indicating:

1.	 Manufacturer’s name.

2.	 Marking.

3.	 Machine model.

4.	 Year of manufacture.

5.	 Serial number.

6.	 Electrical specifications.

   ATTENTION
Do not remove or tamper with the identification plate in any way.
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3	 SAFETY

3.1	 Safety warnings and unauthorized use

   SAFETY INSTRUCTIONS
COMPULSORY

•	 Read the user’s manual carefully before carrying out any operation on the machine. 

•	 The machine must be used only for its intended purpose.

•	 Pay close attention to the signs on the machine.

•	 When prescribed, wear personal protective equipment.

•	 Only qualified and appropriately trained personnel (MAINTENANCE TECHNICIAN) are authorized to access the machine 
parts protected by panels for extraordinary maintenance and repair interventions.

•	 Any routine maintenance intervention performed by the operator must be carried out with the machine off and the power 
supply cable disconnected from the mains socket outlet.

•	 The machine must be used by a single operator. Unauthorized people who could reach or touch machine parts during 
operation must not be admitted in the nearby area.

•	 The workplace for the operator who must use the machine is located at the front.

•	 The machine must be used by an operator who has attained the age of majority and is in suitable psychophysical conditions 
defined by an occupational physician.

•	 The substances that may be used on the machine -- such as colorants, paints, solvents, lubricants and cleansers -- may 
be hazardous to your health; handle, store and dispose of these substances in keeping with current regulations and the 
instructions provided with the product.

•	 During routine maintenance operations, scrupulously follow the safety instructions given in the corresponding chapters 
before accessing the dangerous area.

   SAFETY INSTRUCTIONS
PROHIBITED

•	 It is forbidden to use cans having characteristics other than those stated in this manual.

•	 It is forbidden to use the clamping movement of plates to close the can lid.

•	 It is forbidden to climb onto the bottom clamping plate and/or onto any other parts of the machine. 

•	 Do not use the machine as a working surface. Do not leave any objects on the machine during its operation.

•	 THE MACHINE IS NOT EXPLOSION PROOF. DO NOT USE IT IN CLASSIFIED ZONES (ENVIRONMENTS AT RISK OF 
EXPLOSION).

•	 Avoid naked flames or material that may create sparks and cause a fire.

•	 The machine must not be employed for food use.

•	 The OPERATOR must not carry out operations reserved to the MAINTENANCE TECHNICIAN or the INSTALLATION TECHNICIAN. 
The manufacturer CANNOT BE HELD RESPONSIBLE for damages deriving from the non-observance of this prohibition.

•	 It is strictly forbidden to use the machine without protections or with any safety devices present on the machine disabled, 
broken down, or removed. The panels must be kept closed at all times.

•	 If the machine catches fire, never use water. Use only dry powder or carbon dioxide fire extinguishers, and strictly follow 
the instructions and warnings indicated by the manufacturer and listed on the extinguisher.
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     SAFETY INSTRUCTIONS
ELECTRICAL HAZARD

•	 ALWAYS PLUG THE MACHINE INTO A SOCKET THAT ENSURES PROPER GROUNDING. The line must be protected from 
overloads, short-circuits and direct contacts according to current accident prevention regulations. Incorrect grounding 
may lead to the risk of electrical shock.

•	 The machine must not be powered by a power source having specifications other than those listed on the identification 
plate.

•	 To prevent any risk of electrical shock or injuries, use the machine indoors only. It is prohibited to use the machine outdoors 
where it could be subjected to rain or high humidity.

•	 Always unplug the power supply cable from the socket outlet before carrying out any maintenance operations.

•	 The machine is isolated from the power supply line when the power cable is disconnected; it must therefore be installed 
near an easily accessible mains socket outlet.

•	 Do not use extension cords to power the machine.

•	 Do not use multisockets to connect other equipment to the same socket that powers the machine.

•	 Periodically check the condition of the power supply cable; if it is damaged, replace it with a new cable supplied by the 
manufacturer.

3.2	 Warnings on the use of colorants

   HAZARD
The machine is suitable for use with tinting products in general. Scrupulously follow the instructions for use given on the 
colorant can and carefully read the MATERIAL SAFETY DATA SHEETS (MSDS) that the dealer or manufacturer of the product 
is required to provide. 

Observe all of the safety instructions provided. When compulsory, wear the specified personal protective equipment.

Below are some of the most common warnings and safety precautions provided by colorant manufacturers.

1.	 Harmful if swallowed. 

2.	 Avoid eye and skin contact. In case of eye and skin contact, rinse with plenty of water.

3.	 Keep out of the reach of children.

4.	 When compulsory, wear the specified personal protective equipment.

5.	 In case of accidental product leaks or spills, thoroughly ventilate the area and proceed as indicated in this manual and in 
the instructions provided with the product itself.

6.	 Do not dispose of colorant in the sewage system. Follow local regulations when disposing of waste.
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3.3	 Residual risk
Risk

   Risk of electrocution - Risk of electrical shock if you power the machine from a socket not equipped with ground connection.

Preventive measure & P.P.E.
Power the machine through a grounded socket outlet.

Re. in the manual
ch. Starting up

Risk

   Risk of electrocution / burning - Risk of electrical shock if you access machine parts protected by panels without first cutting off 
electrical power.

Preventive measure & P.P.E.
The operator is not authorised to access the machine parts protected by panels.

For the maintenance technician: before performing any maintenance intervention, shut off the machine and disconnect the power supply 
cable from the mains socket outlet.

Wait for some minutes before touching the motor.

Risk

	 Dorsal/lumbar injuries - Handling heavy loads when moving the machine and loading cans in the machine may cause injuries.

Preventive measure & P.P.E.
Do not exceed the weight limits stated by the current regulations in force.

Use appropriate lifting equipment or provide for two operators to carry out the task.

 

Re. in the manual
ch. Shipping and handling - Use

Risk

   Risk of slipping / falling - Improper use of the bottom clamping plate (for example, climbing on the plate to take items from high 

shelves above the machine) can cause injuries.

Preventive measure & P.P.E.
It is forbidden to climb onto the bottom clamping plate and/or onto any other parts of the machine.

Re. in the manual
ch. Use
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Risk

   Risk of falling objects / crushing - When loading a can in the machine, there is a risk it may fall onto the operator. During machine 
operation, any objects left on the machine may fall onto the operator.

Preventive measure & P.P.E.
Position the can so that the whole base rests on the bottom clamping plate.

Do not exceed the maximum weight allowed for the can or cans to be mixed.

Do not use the machine as a working surface. Do not leave any objects on the machine during its operation.

 

Re. in the manual
ch. Performance and features - Use

Risk

   Risk of cuts - Risk of injuries and abrasions caused by sharp edges and end parts of the cans to be handled.

Preventive measure & P.P.E.
Wear appropriate personal protective equipment (gloves).

Do not use the machine with damaged cans or cans not sealed properly.

Re. in the manual
ch. Use

Risk

   Risk of explosion 

Preventive measure & P.P.E.
Do not use the machine in classified areas (areas at risk for explosion).

Avoid naked flames or material that may create sparks and cause a fire.

Respect the conditions for the intended use of the machine and the recommendations indicated in chapter Intended use and misuse.

Re. in the manual
ch. Intended use and misuse

Risk

   Risk of poisoning and sensitization - Eye and skin contacts and inhalation of vapors/powders caused by product spills from the 
can being broken.

Fumes generated by the colorants used may cause poisoning and/or sensitization during machine cleaning and disposal operations.

Preventive measure & P.P.E.
Do not use the machine with damaged cans or cans not sealed properly.

Read the warnings in the Material Safety Data Sheets of the colorants used. The MSDS must be provided by the colorant manufacturer. 

Keep the room suitably ventilated.

Wear appropriate personal protective equipment (safety goggles, gloves and mask).

Personal Protective Equipment as specified in MSDS.

Re. in the manual
ch. Warnings on the use of colorants - Shipping and handling -  Use - Ordinary maintenance
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3.4	 Position of labels

MODEL

XXXXXXXX

COROB India Pvt.Ltd.-Mumbai
c/o Daman Factory: Plot No. 10-13&13A,
Daman Industrial Estate,
Somnath Road - Daman - India

MM/YYYY

S/N

XXXXX

XXXXX

PROD. ORDER

CODE

XXX-XXX V XX/XX Hz

XXX W X XX A
POWER INLET FUSE:
FUSIBLE ENTREE
PUISSANCE

WARNINGMAX CAN WEIGHT35 kg / 77 lbs

WARNING
MAX CAN WEIGHT
35 kg / 77 lbs3

MODEL

XXXXXXXX

COROB India Pvt.Ltd.-Mumbai
c/o Daman Factory: Plot No. 10-13&13A,
Daman Industrial Estate,
Somnath Road - Daman - India

MM/YYYY

S/N

XXXXX

XXXXX

PROD. ORDER

CODE

XXX-XXX V XX/XX Hz

XXX W X XX A
POWER INLET FUSE:
FUSIBLE ENTREE
PUISSANCE

1

It is strictly forbidden to use the 
machine without protections or with 
the safety devices disabled, broken 
down, or removed. The panels must 
be kept closed at all times.

Il est défendu d’utiliser la machine sans protections  avec les 
dispositifs de sécurité désactivés, défaillants ou manquants. 
Les panneaux doivent être maintenus strictement fermés.
È vietato utilizzare la macchina senza protezioni, dispositivi 
di sicurezza disattivati, in avaria o mancanti.
I pannelli devono essere mantenuti rigorosamente chiusi.
Está prohibido utilizar la máquina sin protección, con los 
dispositivos de seguridad desconectados, averiados o no 
presentes. Los paneles deben mantenerse rigurosamente 
cerrados.

CAUTION: TO REDUCE THE RISK OF 
ELECTRIC SHOCK OR INJURY, USE 
INDOORS ONLY. UNPLUG THE POWER 
SUPPLY CABLE BEFORE CARRYING 

OUT ANY MAINTENANCE OPERATIONS.
ATTENTION: POUR RÉDUIRE TOUT RISQUE 
D’ÉLECTROCUTION OU BLESSURES, UTILISER 
SEULEMENT DANS DES ENVIRONNEMENTS 
INTÉRIEURS. DÉBRANCHER LE CÂBLE 
D’ALIMENTATION AVANT D’EFFECTUER TOUTE 
OPÉRATION D’ENTRETIEN.
ATTENZIONE: PER RIDURRE IL RISCHIO DI 
SCOSSE ELETTRICHE O FERITE, UTILIZZARE SOLO 
IN AMBIENTI INTERNI. SCOLLEGARE IL CAVO DI 
ALIMENTAZIONE PRIMA DI EFFETTUARE QUALSIASI 
OPERAZIONE DI MANUTENZIONE.
ATENCIÓN: PARA REDUCIR EL RIESGO DE 
DESCARGAS ELÉCTRICAS O HERIDAS, UTILIZAR 
SÓLO EN ESPACIOS INTERIORES. DESCONECTAR 
EL CABLE DE ALIMENTACIÓN ANTES DE EFECTUAR 
CUALQUIER OPERACIÓN DE MANTENIMIENTO.

It is strictly forbidden to use the 
machine without protections or with 
the safety devices disabled, broken 
down, or removed. The panels must 
be kept closed at all times.

Il est défendu d’utiliser la machine sans protections  avec les 
dispositifs de sécurité désactivés, défaillants ou manquants. 
Les panneaux doivent être maintenus strictement fermés.
È vietato utilizzare la macchina senza protezioni, dispositivi 
di sicurezza disattivati, in avaria o mancanti.
I pannelli devono essere mantenuti rigorosamente chiusi.
Está prohibido utilizar la máquina sin protección, con los 
dispositivos de seguridad desconectados, averiados o no 
presentes. Los paneles deben mantenerse rigurosamente 
cerrados.

CAUTION: TO REDUCE THE RISK OF 
ELECTRIC SHOCK OR INJURY, USE 
INDOORS ONLY. UNPLUG THE POWER 
SUPPLY CABLE BEFORE CARRYING 

OUT ANY MAINTENANCE OPERATIONS.
ATTENTION: POUR RÉDUIRE TOUT RISQUE 
D’ÉLECTROCUTION OU BLESSURES, UTILISER 
SEULEMENT DANS DES ENVIRONNEMENTS 
INTÉRIEURS. DÉBRANCHER LE CÂBLE 
D’ALIMENTATION AVANT D’EFFECTUER TOUTE 
OPÉRATION D’ENTRETIEN.
ATTENZIONE: PER RIDURRE IL RISCHIO DI 
SCOSSE ELETTRICHE O FERITE, UTILIZZARE SOLO 
IN AMBIENTI INTERNI. SCOLLEGARE IL CAVO DI 
ALIMENTAZIONE PRIMA DI EFFETTUARE QUALSIASI 
OPERAZIONE DI MANUTENZIONE.
ATENCIÓN: PARA REDUCIR EL RIESGO DE 
DESCARGAS ELÉCTRICAS O HERIDAS, UTILIZAR 
SÓLO EN ESPACIOS INTERIORES. DESCONECTAR 
EL CABLE DE ALIMENTACIÓN ANTES DE EFECTUAR 
CUALQUIER OPERACIÓN DE MANTENIMIENTO. 2

1.	 Identification plate (chapter  Identifying information)

2.	 Label “General warnings” 

3.	 Label “Maximum can weight”

   ATTENTION
Do not remove or make illegible the safety or instruction labels. Replace any label which has become illegible or is missing, 
by requesting it to the manufacturer.
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3.5	 Safety devices

Door safety device

The machine is equipped with a door safety device that prevents the mixing cycle to be started when the door is open.

   HAZARD
In the event of a breakdown of the safety devices, it is forbidden to use components not provided by the manufacturer. If 
necessary, contact the manufacturer’s authorized technical service only.

3.5.1	 Checking the safety devices
At least twice a year, you have to check the efficiency of the safety devices of the machine and the correct operation of the 
control and signaling devices (chapter Starting up).

In the event of unexpected results or malfunctions, contact the manufacturer’s technical service immediately.

Device and action Expected outcome
Door safety device
With the machine on and the door open try to start a mixing cycle

The cycle should not be able to start with the door open
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3.6	 Requirements of the installation site
Environment requirements for the site where the machine is to be used:

•	 Clean and dust-free.

•	 With level and stable floor.

•	 Fitted with a grounded power supply socket.

•	 Equipped with sufficient lighting to ensure good visibility from every point of the machine (light value not lower than 500 
Lux).

•	 Ventilated to prevent the concentration of harmful fumes.

•	 Temperature between 5 °C (41 °F) and 45 °C (113 °F) and relative humidity between 15% and 90%, without condensation.

   WARNING
The operating environmental conditions are strictly linked to the colorant types used (ask the product manufacturers for 
information). The requirements indicated above are valid for the machine only.

Do not place the machine near heat sources or in direct sunlight. Also humidity sources should be avoided. The machine must 
be used indoors only.

Environment conditions outside the values indicated (chapter Technical data) may cause serious damage to the machine, 
especially the electronic equipment.

   HAZARD
When using products containing volatile solvents, the room in which the machine is installed must be spacious and with 
good ventilation: for example, for a 3 m high, 4x4 m room (total volume of 48 m3) an air change rate [ac/h] of 3 required. No 
type of parts must be leant against or stocked close to the machine.

Avoid naked flames or material that may create sparks and cause a fire.

Do not smoke near the machine.
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4	 SHIPPING AND HANDLING

4.1	 General warnings
Personnel in charge of these operations must wear the following personal protective equipment.

    

   HAZARD
To avoid personal injuries and property damage, use the utmost care and caution when handling the machine, and carefully 
follow the instructions given in this chapter.

   WARNING
The packing must be handled only by qualified personnel using appropriate handling equipment. Do not stack items on the 
packing.

4.2	 Unpacking and placement

 

1 x 19 mm [0.7”]  To remove the mounting screws

1 x 19 mm [0.7”]  To adjust the support feet

   HAZARD
The following procedure can be carried out by one single person.

Store the packing material for future use, or dispose of it according to current regulations. In any case, we recommend that you 
keep it for the entire duration of the machine warranty and for the machine final disposal phase. 

Make sure the packing has not suffered any damage or tampering during shipping; if so, contact the authorized 
technical service or your dealer.

1.	 Cut the plastic ties wrapped around the package (for cardboard packing only).

2.	 Remove the covering from the pallet, also removing the corresponding fasteners.

3.	 Remove machine wrapping. Take out any accessories and/or material supplied with the machine.

   HAZARD
Should the machine appear damaged during shipping, do not attempt to start it and contact the authorized technical service 
or dealer.

To move the machine without external cardboard, but still fixed to the pallet, use suitable lifting equipment. Fork the pallet in 
such a way as to distribute the weight equally on the forks and thus prevent the machine from tipping over.

4.	 Remove the four screws that secure the machine to the pallet as indicated in the following picture. Loosen the upper nut 
and undo the screw, then separate them in order to remove the screw from under the pallet.
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4

5.	 Remove the machine from the pallet using a suitable lifting equipment and place the machine in its working position.

   HAZARD
To lift and position the machine, you must use suitable lifting means only, that must be chosen based on machine weight 
(chapter Technical Specifications).

6.	 Raise all the four feet.

19 mm

5 6

4x

7.	 Lower the two rear feet; the machine will slightly tilt forward and it will be possible to move it on its wheels.

8.	 Lock the two rear feet.

9.	 Push the machine in its working position.

10.	 Lower the two front feet and level the machine
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7 8

10

19 mm

9

2x

2x

2x

2x

   WARNING
The machine must be perfectly level in order to operate properly and prevent from vibrating during the mixing cycle.

4.2.1	 Standard material supplied
After unpacking the machine, make sure the following items are present:

•	 User’s manual and installation and warranty start form.

Make sure that all of the above items are included in the packing; if not, contact the manufacturer.
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4.3	 Storage
To repack the machine, follow the unpacking instructions in reverse order. We recommend reusing the original packing any time 
the machine must be moved or shipped.

Use appropriate equipment to handle the packed machine. If stored, the machine must be kept in a safe and protected 
environment, with a suitable temperature and humidity degree and protected from dust.

   WARNING
Do not stack items on the packing.

4.4	 Disposal and recycling
This equipment must not be disposed of with unsorted municipal waste. Carry out a separate collection.

Pursuant to the WEEE Directive, collection, treatment, recovery and environmentally sound disposal of Waste Electrical 
and Electronic Equipment (WEEE) shall be carried out in compliance with the national measures of each EU-Member State 
implementing the Directive.

Differentiate the parts making up the machine based on the various materials they are made of (plastic, iron, etc.).

For the machine components most soiled with product and if any products have been used on the machine that require special 
disposal procedures, follow local regulations when disposing of waste.
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5	 STARTING UP

5.1	 General warnings
Personnel in charge of these operations must wear the following personal protective equipment.

    

   HAZARD
THIS EQUIPMENT MUST BE GROUNDED. Check the grounding of the power supply system before connecting the 
machine.

Do not use extension cords to power the machine. 

Do not use multisockets to connect other equipment to the same socket that powers the machine.

   WARNING
Do not attempt to power the machine from a source having specifications other than those listed on the identification plate.

The machine is isolated from the power supply line when the power plug is disconnected; it must therefore be installed near 
an easily accessible mains socket outlet.

5.2	 Control devices

1
2

3

Start button (1)

It is used to start the mixing cycle.  The green light ON indicates that the mixing cycle is in progress.

Stop button (2)

Pressing the Stop button causes the machine to stop immediately, ceasing all movements.  

 Timer (3)

It allows to set the desired mixing time.  The maximum programmable time corresponds to approximately 6 minutes.
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5.3	 Connections

0
0 0

Circuit breaker

In ON position (I), the machine is powered.  In OFF position (O), the power is cut off to the machine.
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5.4	 Electrical connection and start-up

1 2

3

0 0

0
II

To power up and start the machine, proceed as follows:

1.	 Make sure that the circuit breaker is in the OFF position (O).

2.	 Insert the power supply cable into the mains socket outlet.

3.	 Set the circuit breaker to the ON position (I).
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5.5	 Shut-down
To shut off the machine:

1.	 Set the circuit breaker located on the right side of the machine to the OFF position (O).

2.	 Unplug the power supply cable from the mains socket outlet.

1 2

0

0 0
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6	 USE

6.1	 General warnings
Personnel in charge of these operations must wear the following personal protective equipment.

    

  HAZARD
The machine must be used by a single operator. Unauthorized people who could reach or touch machine parts during 
operation must not be admitted in the nearby area.

It is strictly forbidden to use the machine without protections or with any safety devices present on the machine disabled, 
broken down, or removed. The panels must be kept closed at all times.

It is forbidden to use the clamping movement of plates to close the can lid.

It is forbidden to climb onto the bottom clamping plate and/or onto any other parts of the machine. 

Do not use the machine as a working surface. Do not leave any objects on the machine during its operation.

When handling cans, do not exceed the weight limits stated by the current regulations in force.

Scrupulously observe the handling instructions given by the paint manufacturer; if handled inappropriately, high pressures 
may develop inside the cans, causing the contents to leak suddenly, the lid to open, or even causing the can itself to break.

The substances that may be used on the machine--such as colorants, paints, solvents, lubricants and cleansers--may 
be hazardous to your health; handle, store and dispose of these substances in keeping with current regulations and the 
instructions provided with the product.

6.2	 Loading of cans 
When loading the cans in the machine, bear in mind some basic rules to ensure the safety of the operator and to avoid damage 
to the machine.

   WARNING
Never use cans lower than 3.1” (80 mm) (with adapter) or weighing more than 77 lb (35 kg).

Do not put one can on top of another.

Do not use the machine with damaged cans or cans not sealed properly. Always make sure that the can lid is perfectly closed. 

Do not make the machine work without a can in it.

Place the cans to be mixed in the center of the bottom clamping plate and secure the bail.

More than one can may be mixed at the same time provided that:

•	 they are of the same height

•	 they do not overlap the clamping plates

•	 they are placed in the middle of the bottom clamping plate

•	 the sum of their capacities is not greater than the machine maximum capacity

•	 the bails are properly secured

In order to grant correct can clamping and keep the machine’s mechanical part in equilibrium during mixing, it is necessary for 
the combined center of gravity of the cans to lie in the middle of the bottom plate as far as possible. Otherwise the machine may 
become unstable on the support surface due to excess vibrations.
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   WARNING
IN ADDITION TO ALWAYS LOADING MULTIPLE CANS TOWARDS THE CENTER, POSITION THEM SO THAT THE BAILS ARE 
TOWARDS THE INSIDE OR OUTSIDE OF THE CLAMPING PLATE. DO NOT PLACE MULTIPLE CANS WITH THE HANDLES 
FACING THE FRONT OR BACK.

BAIL POSITION BAIL POSITIONBAIL POSITION BAIL POSITION

FRONT FRONT

   WARNING
Always secure the bail with adhesive tape to avoid damaging the can or prevent it from catching on the machine internal 
parts.

Only when multiple cans are placed with the bails facing inwards you can avoid securing them with adhesive tape, as they 
lock each other into place.

It is also suggested to seal the can lid with adhesive tape.
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To load and unload the can, proceed as follows.

1.	 Open the door.

2.	 If you need to open the clamping plates in order to place the can, turn the clamping handle counter-clockwise until the 
plates are open as desired.

3.	 Place the new can or remove the already mixed one.

4.	 Turn the clamping handle clockwise until the plates are perfectly clamped on the can. Turn the clamping handle a little 
further to properly secure the can. The clamping pressure applied manually by the operator is enough to ensure proper 
clamping of the can.

1

3 4

2

6.3	 Running a mixing cycle
1.	 Open the door.

2.	 Load the can as indicated in chapter  Loading of cans.

3.	 Close the door.

4.	 By means of the timer , set the desired mixing time.

5.	 Start the mixing process by pressing the Start button.

The safety device prevents the mixing cycle to be started when the door is open.

When the mixing time has elapsed, mixing is over and the mobile mechanism slows down until it comes to a rest in its starting 
position.

  HAZARD
It is forbidden to open the door during machine operation. Opening the door during operation will cause mixing to stop 
immediately.
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Once the mixing cycle is complete, it is possible to remove the can.

The machine is now ready to carry out another mixing cycle; the program just executed will be proposed.

  HAZARD
In any emergency event occurring when the mixing cycle is in progress press the red Stop button (chapter Requirements of 
the installation site).

6.3.1	 Advance stop
It is possible to stop a mixing cycle at any time.

To end the mixing cycle before the set time has elapsed, set the timer  to zero or press the Stop button.

While a mixing cycle is in progress it is possible to vary the mixing time previously set.

  HAZARD
Do not open the door to stop the machine. If repeated frequently, this operation may damage the machine.
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7	 ORDINARY MAINTENANCE

7.1	 General warnings
Personnel in charge of these operations must wear the following personal protective equipment.

    

  HAZARD
Before carrying out any maintenance operations, you must turn off the machine and unplug the power supply cable from the 
mains socket outlet.

During machine maintenance operations there is a high risk of contact with the coloring product; strictly follow the indications 
of chapter Warnings on the use of colorants.

   WARNING
Following the analysis of the safety circuits in compliance with Standard UNI EN ISO 13849-1:2016, the contactor K1 no longer 
fulfil its safety function after the 19th operating year. Therefore it is necessary to replace this component after this time period, 
to ensure machine safe operating conditions.

The replacement must be carried out exclusively by trained and authorized service personnel.

For additional operations other than those indicated, contact the manufacturer or authorized service center.

7.2	 Cleaning
The machine may get dirty accidentally (paint spills) or due to dust build-up over time. In the first instance, the machine must 
be cleaned immediately; periodic cleaning will suffice for the latter.

   WARNING
NEVER USE A SOLVENT-BASED CLEANING PRODUCT OR ABRASIVE POWDER.

DO NOT USE WATER JETS OR STEAM TO CLEAN THE INTERIOR OF THE MACHINE.

7.2.1	 External cleaning 
We recommend a general cleaning of coverings, panels and control devices of the machine, to remove dirt, dust and any stains, 
using a soft and dry cloth, or slightly moistened with a mild cleansing solution.

7.2.2	 Internal cleaning
In the event of paint leaks inside the machine, clean immediately using a moistened cloth or a spatula.

Waste liquids are collected in the bottom plate and can be drained through the holes provided, by slightly tilting the machine.

7.3	 Lubrication
Some mechanical components are used on the machine that do not require any form of preventive maintenance.

Every 1500 working cycles or every 6 months of operation approximately, we recommend performing following operations:

1.	 Clean and lubricate the clamping screws.

2.	 Clean and lubricate the guides of the sliding door.

Use grease type OKS 422 or similar grease having the following characteristics.

Technical characteristics of the lubricant

Application field Suitable for gears, screws and similar parts of machines exposed to high pressures 
and temperatures; it offers excellent resistance to extreme temperatures, high loads, 
vibrations and high running speeds.

Composition Complex soap of barium and synthetic oil

Temperature range from - 40°C to + 180°C

Consistency class NLGI 2
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7.3.1	 Lubricating the clamping screws
1.	 Open the door.

2.	 Turn off the machine and disconnect power supply (chapter General warnings).

3.	 Carefully clean and grease the clamping screw from one end to the other, specially greasing the top and bottom parts of 
the screw.

4.	 Connect power supply and turn on the machine (chapter Electrical connection and start-up).

5.	 Place a small can (not lower than 80 mm) on the bottom clamping plate.

6.	 Close the door.

7.	 Carry out one or more mixing cycles to allow the clamping plates to close and then open so to evenly spread the lubricant.
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7.3.2	 Lubricating the door sliding guides
1.	 Clean and lubricate in the points indicated in figure (for the door, grease both sides).

2.	 Slide door multiple times to evenly spread the lubricant. 
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8	 TECHNICAL SPECIFICATIONS

8.1	 Technical data
Power supply
Single-phase 220 V~ ± 10%

Frequency
50 Hz

Maximum power absorbed
800 W

Mixing motor power
0.5 HP (0.37 kW)

Noise level (a)
Level of equivalent acoustic pressure: < 70 dB (A)

Working environmental condition
Temperature: between 5°C (50°F) and 45°C (104°F)

Relative humidity: between 15% and 90%, without condensation

(a) Value measured in the laboratory and documented in the relative test report, which is available from the manufacturer. Operating conditions: 
normal machine work cycle under simulated load conditions.
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8.2	 Dimensions and weight
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8.3	 Warranty
In order for the warranty to be valid, please complete the form included in the machine packing, and send it to the address listed 
on the form itself.

   ATTENTION
Contact our authorized and qualified personnel only for all your service needs. Use only original spare parts for all maintenance 
and replacement interventions.

Altering or removing the guards and safety devices provided on the machine will not only void the warranty immediately, but is 
also dangerous and illegal. 

The manufacturer may not be held liable for personal injury or property damage caused by improper use of the equipment or 
tampering with the guards and safety devices installed on the machine. 

The following shall void the manufacturer’s warranty:

•	 Improper use of the machine.

•	 Failure to observe the instructions and maintenance rules set forth in the manual.

•	 Making or having changes and/or repairs made on the machine by personnel outside the service organization authorized by 
the manufacturer and/or made using non-original spare parts.


